Attachment A

NORFOLK SOUTHERN RAILWAY COMPANY

ACKNOWLEDGMENT FORM FOR WIRE AND/OR PIPE OCCUPATION
WITHIN THE LIMITS OF A PUBLIC RIGHT OF WAY.

APPLICANT:  City of Durham
101 City Half Plaza
Durham, North Carolina 27701

SUBJECT: Durham, Durham County, North Carolina
Milepost D-85.10, Oxford-East Durham Line, Piedmont Division
Latitude N 35.98432, Longitude W 78.86151

Norfolk Southern Activity No. 1192633
Proposed installation of a 12 inch ductile iron water pipe in a 24 inch steel pipe within the
limits of 5. Miami Blvd. {AAR/DOT # 630487N) under a railroad bridge.

In response to Applicant's submittal dated 2/28/2014, regarding the proposed construction of the subject
project, Norfolk Southern Railway Company (“Railway”) does not object to the installation of the Facilities as
shown on the attached Drawing marked Sheet 1 and 2, dated February 28, 2014 and Pipe Data Sheet,
provided Applicant adheres to the following terms and conditions:

» The Facilities shall be installed, maintained, repaired and renewed by and at the sole risk, cost and
expense of the Applicant.

= The Facilities must conform with all Federal, State and local laws, rules and regulations and will not be
attached to any railroad structure or appurtenance and will not be located on any private property of
Railway.

= The design and construction of aerial Facilities shall comply with Railway’s NSCE-4 Specification, latest
edition, and underground Facilities shall comply with Railway's NSCE-8 Specification, latest edition.

e [nsurance

{(a) Without limiting in any manner the liability and abligations assumed by Applicant under
any other provision of this Agreement, and as additional protection to Railway, Applicant shall, at its
expense, pay the Risk Financing Fee set forth in subparagraph (i} below and shall procure and
maintain with insurance companies satisfactory to Railway, the insurance policies described in
subparagraphs (ii} and (jii).

{0 Upon execution of this Agreement, Applicant shall pay Railway a risk financing fee
of $1,000 per instaliation (herein called the "Risk Financing Fee") to provide Railroad Protective
Liability Insurance or such supplemental insurance (which may be self-insurance) as Railway, in
its sole discretion, deems to be necessary or appropriate.

(i) Prior to commencement of installation or maintenance of the Facilities or entry on
Railway’'s property, Applicant, and its contractor if it employs one, shall procure and maintain for
the course of said installation and maintenance, a general liability insurance policy naming
Railway as an additional insured, and containing products and completed operations and
contractuat liability coverage, with a combined single limit of not less than $1,000,000 for each
occurrence.

(i)  Prior to commencement of any subsequent maintenance of the Facility during the
term of this Agreement, unless Railway elects to make available and Applicant pays the then
current risk financing fee for each affected installation, Applicant, or its contractor if it employs
one, shail furnish Railway with an original Railroad Protective Liability Insurance Policy naming
Railway as the named insured and having a limit of not less than a combined single limit of
$2,000,000 each occurrence and $6,000,000 aggregate. Such policy shall be written using
Insurance Services Offices Form Numbers CG 00 35 01 10 01.
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(b) All insurance required under preceding subsection (a) shall be underwritten by insurers
and be of such form and content as may be acceptable to Railway. Prior to commencement of
installation or maintenance of the Facilities or any entry on Railway's property, Applicant, or its
contractor if it employs one, shall furnish to Railway's Risk Manager, Three Commercial Place,
Norfolk, Virginia 23510-2191 (or such other representative and/or address as subsequently given by
Railway to Applicant in writing), for approval, the original policy described in subsection (a)(iii) and a
certificate of insurance evidencing the existence of a policy with the coverage described in subsection

(@)(ii)-

Prior to the start of work, to arrange for protection and inspection, Applicant is required to give at least 72
hours advance notice to the representatives at Railway's Division Office.

If Railway deems it advisable during the progress of any work of construction, maintenance, repairs and
renewals, alterations, adjustments or removal of the Applicant's Facilities to place watchmen, flagmen,
inspectors or any other employees deemed necessary by Railway for the protection of its train traffic and
the protection of the property owned or in possession or control of Railway, or its employees, patrons, or
licensees, Railway shall have the right to do so and Applicant agrees to bear full cost and expense thereof
and to promptly reimburse Railway upon demand.

All cost or expense resulting from any and all loss of life or property, or injury or damage to the person or
property of any person, firm or corporation (including the parties hereto and their respective officers,
agents and employees) and any and all claims, demands or actions for such loss, injury or damage,
caused by or growing out of the presence or use, or the construction, maintenance, renewal, change or
relocation and subsequent removal of the Facilities and appurtenances herein referred to shall be borne by
Applicant unless caused solely by the negligence or willful misconduct of Railway.

In the event of any revision, renewal, addition, removal or alteration of said facilities, prior approval of the
Railway must be secured. Applicant must also furnish Railroad Protective Liability Insurance for this work.

Upon abandonment of the Facilities by Applicant, Applicant shall seek direction from Raiway's Chief
Engineer, or his representative, regarding the method of abandonment if the Facilities will be abandoned in

place.

in the event the Facilities consist of electrical power or communication wires and appurtenances, Applicant
shall promptly remedy any inductive interference growing out of, or resulting from the presence of, the
Facilities.

In the event the Facilities consist of an underground occupation, Applicant will be responsible for any
settlement caused to the roadbed, right of way and/or tracks, faciliies and appurtenances of Railway
arising from or as a result of the installation of the Facilities, and Applicant shall pay to Railway on demand
the full cost and expense therefore.

All rights and obligations conferred hereby shall extend to the successors and assigns of the parties
hereto, provided that the Applicant shall in no event transfer or assign its rights hereunder without the
written consent of Raitway, which will not be unreasonably withheld.

If the public road is abandoned by the appropriate governmental authority and the Facilities remain within
the limits of Railway's right of way after such abandonment, as a condition for the continuing presence of
the Facilities within Railway's right of way, Railway and Applicant shall agree upon an appropriate
occupancy fee or rental for the Facilities and execute an amendment to this Agreement within ninety (90)
days after the date upon which such public road is abandoned.

Any and afl notices, demands or requests by or from Railway to Applicant, or Applicant to Railway, shall be
in writing and shall be sent by (a) postage paid, certified mail, return receipt requested, or (b) a reputable
national overnight courier service with receipt therefor, or (c) personal delivery, and addressed in each
case as follows:

If fo Railway:  c/o Norfoik Southern Corporation
1200 Peachtree Street, NE - 12" Floor
Atlanta, Georgia 30309-3504
Attention: Director Reai Estate
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if to Applicant:  City of Durham
101 City Hall Plaza
Durham, North Carolina 27701
Attention: Assistant Public Works Director, Engineer

Either party may, by notice in writing, direct that future notices or demands be sent to a different address.

All notices hereunder shall be deemed given upon receipt (or, if rejected, upon rejection).

ACCEPTED BY:
NORFOLK SOUTHERN RAILWAY COMPANY
DATE

Real Estate Manager

CITY OF DURHAM

DATE

Title

Activity Number: 1192633
JSM: May 9, 2014
File No. 1179983v1
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LOCATION: CITY OF DURHAM

LATITUDE: 35° 59’ 5.4"

LONGITUDE: 78° 51’ 42.7"
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PIPELINE CONTENT DETAILS
Commodity Description: POTABLE WATER
Maximum Operating Pressure: '
Is Commeodity Flammabie: NO

CARRIER/CASING PIPE DETAILS

Carrier Pipe Casing Pipe
Pipe Material: DUCTILE IRON STEEL
Material Specifications & Grade: THICKNESS LLASS 50 ASTM AZ252-98, GRADE B
Specified Minimum Yield Strength: 35,000 psi
Nominal Size Outside Diameter: 12" NOMINAL, 13.20" 0.D. 24-INCH
Wall Thickness {inches}:{ 0.310 0.375
Type of Seam: N/A SEAMLESS
Type of Joints: RESTRAINED JOINT WELDED
Tunne! Liner Plates Required:|Yes: No: X
Cathodic Protection: Yes: No: X Type:
Protective Coating:|Yes: No: X Type:
Temp, Track Support or Rip-Rap Req.:|Yes: No: X Must describe & show on Dweg.

NOTES:

END
ELEVATION

13.20"
0.D. OF PIPE
24n
0.D. OF PIPE

THE FRONT OF THE CASING PIPE

SHALL BE PROVIDED WITH MECHANICAL
ARRANGEMENTS OR DEVICES THAT WILL
POSITIVELY PREVENT THE AUGER FROM
LEADING THE PIPE SO THAT NO
UNSUPPORTED EXCAVATION IS AHEAD OF
THE PIPE.

CASING PIPE ENDS MUST BE SEALED.

THE PIT DESIGN SHALL BE SUBMITTED BY
CONTRACTOR. THE CONTRACTOR SHALL
OBTAIN APPROVAL FROM CSXT'S CHIEF
ENGINEER, PRIOR TO BEGINNING ANY
WORK ON OR WHICH MAY AFFECT CSXT
PROPERTY.
PIPE SHALL NOT BE WITHIN THE 1 TO 1
SLOPE LINE THAT EXTENDS FROM BOTTOM
OF BRIDGE ABUTMENT FOOTING.

SEE SHEET 3 FOR PLAN VIEW.

Teek 2.
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