Attachmnent 5

6'—4" LONG FORECOURT SEATWALL
RE: 2/C201 FOR DETAIL

DOUBLE BRICK PAVER SOLDIER
COURSE (TYP.)

10’x"70 SIGHT DISTANCE TRIANGLE

CROSSWALK TO BE
RESTRIPED

DETAILS WILL BE
PROVIDE AT CD STAGE

SVO

RE: ARCHITECTURAL PLAN

Al1 .1 FOR FRONTAGE TYPE

| 6'—0" LONG FORECOURT SEATWALL

RE: 2/C201 FOR DETAIL
L LANDSCAPE AREA

- - = —

10.0’ SOIL
NAIL EASEMENT |

_ —

5" UNOBSTRUCTED
PEDESTRIAN CLEAR ZONE

L

(SHADED)

==

NADE3
I
|
I

e ——————
| 15' BUILD-TO-LINE

DIRECTIONAL HANDICAP RAMP

|
| 5' MINIMUM ?UILDING

| \
| 15' MAXIMUM BUILI
T

ETBACK /]

DING SETBAGK

STOP BAR AND CROSSWALK
TO BE RESTRIPED

DETAILS WILL BE PROVIDE
AT CD STAGE

DIRECTIONAL HANDICAP RAMPS

- e —_—— — —

lllllllll/D STOP BAR AND CROSSWALK TO
n BE RESTRIPED

, DETAILS WILL BE PROVIDE AT CD
STAGE

NEW PROPERTY LINE PENDING
RONEY ST. ROW CLOSING

N _06:46'481 £ 94;

CONCRETE ACCESS TO TRASH ROOM
WITH TRASH COMPACTOR

FIRE LANE STRIPING
SEE NOTE #11

LANDSCAPE MEDIAN
10" CONCRETE GREENWAY

24" CURB AND GUTTER

5" CONCRETE SIDEWALK

PROPOSED 20’
PRIVATE DRIVEWAY

20.0' CROSS
ACCESS EASEMENT
TO BOTH PARTIES

STRIPED CROSSWALK

| [ —— |
| | L |
| | |
| | |
‘ 0O [
| | |
' ‘ (] | = g
| | | 1
| | = =
| | N | L (=
| — =]
I

|
|
A
|
|
|
—

SETBACK

ETBACK |
-LINE

ILDING

UILD-TO
—

LDING ‘TS

5'MINIMUM BU
12'8

|

|

|

|

|
15 T
5" MAXIMUM BUI
|

—

[
| e
i |
[
[
L
o —

ha 25'x25" INTERSECTION
SIGHT DISTANCE TRIANGLE

TRASH RECEPTACLE (TYP.)

|RE: ARCHITECTURAL
PLAN A1.1 FOR
| FRONTAGE TYPE

24" CURB AND GUTTER (TYP.)

[ DOUBLE BRICK PAVER SOLDIER
’ COURSE (TYP.)
|

CONCRETE SIDEWALK

| 6" THICK FOR 7' FROM BOC
4” THICK BEYOND 7

I LANDSCAPE AREA

|

|

|

|

|

|

|

|

|
|

e
N

FORECOURT WALL

5" X 5’ TREE PLANTER (TYP.)

! 6’ BENCH (TYP.)

| 5" CLEAR PEDESTRIAN PATH

20.0" SOIL
NAIL EASEMENT

[
' BIKE RACK (TYP.)
| 8 RACKS / 16 SPACES

1.

site plan notes

ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED.

2. DIMENSIONS TO BUILDING WALL ARE TO FACE OF WALL AT FINISH GRADE. DIMENSIONS TO CURB ARE TO FACE OF CURB.

3.
4.

6.

7.

9.

LAY OUT IMPROVEMENTS FOR THE CIVIL ENGINEER'S OR LANDSCAPE ARCHITECT'S REVIEW PRIOR TO BEGINNING CONSTRUCTION.

REFERENCE ARCHITECTURAL DRAWINGS FOR BUILDING LAYOUT INFORMATION.

ADA PARKING SPACES SHALL BE SIGNED WITH TYPE R7—8 OR R7—8A RESERVED PARKING SIGN AND R7—8D MAXIMUM FINE SIGN
PER GS 20-37.6 OF THE NORTH CAROLINA HANDICAP CODE. ADA RAMPS SHALL HAVE RAMP SURFACES COVERED WITH

DETECTABLE WARNING PATTERN PER ADA STANDARDS.

REFERENCE DEMOLITION PLAN SHEETS C100 FOR EXTENT OF DEMOLITION AND REMOVAL OF CURB AND GUTTER, DRIVEWAYS,

LANDSCAPE ARCHITECTURE

Coulter

PAVEMENT, BOLLARDS, WALKWAYS, UTILITIES, AND VEGETATION.

CAPACITY AND COLLECTION FREQUENCY SHALL PREVENT THE ILLEGAL DISPOSAL OR PLACEMENT OF GARBAGE AND RECYCLABLES.
OWNERS ARE RESPONSIBLE FOR MAINTAINING ACCESS AREAS AND WASTE HANDLING FACILITIES AND FOR PREVENTING ILLEGAL

DISPOSAL OF GARBAGE AND MANDATORY RECYCLABLES.

8. BACKFLOW PREVENTERS ARE REQUIRED ON THIS PROJECT. BACKFLOW PREVENTER INSTALLER MUST OBTAIN A BACKFLOW
PREVENTER PERMIT PRIOR TO BEGINNING BACKFLOW PREVENTER INSTALLATIONS. CONTACT THE CROSS—CONNECTION CONTROL
OFFICE AT 919-560—4194 TO OBTAIN ADDITIONAL INFORMATION AND INSTALLATION REQUIREMENTS.

DOMESTIC BACKFLOW (HIGH HAZARD) — INDICATE TYPE, SIZE, AND LOCATION ON DRAWINGS OF DOMESTIC BACKFLOW: REDUCED
PRESSURE BACKFLOW ASSEMBLY (RPZ) ASSE #1013 INSTALLED ABOVE GROUND IN AN ASSE #1060 ENCLOSURE OR DIRECTLY
INSIDE. WYE STRAINER AND MAIN SHUT—OFF SHALL BE INSTALLED PRIOR TO #1 SHUT OFF OF THE BACKFLOW ASSEMBLY.

10. FIRE SPRINKLER BACKFLOW — INDICATE TYPE, SIZE, AND LOCATION ON DRAWINGS OF FIRE SPRINKLER BACKFLOW: REDUCED

11.

PRESSURE DETECTOR ASSEMBLY (RPDA) ASSE #1047, WITH BYPASS METER READING IN CUBIC FEET.

IN AN ASSE #1060 HEATED

INSULATED ENCLOSURE, WITHIN 50’ OF THE DOMESTIC TEE.

FIRE LANES ARE TO BE PAVEMENT MARK AND SIGNED IN ACCORDANCE WITH CITY GUIDELINES. CONTACT FIRE PREVENTION AT (919)
560—4233 EXT 19240 REGARDING PROCUREMENT OF SIGNS.

12. BOTH FOSTER AND CORPORATION STREET MAY BE REQUIRED TO BE MILLED AND RESURFACED TO THE CENTERLINE OF THE STREET
BASED ON IMPACTS TO THE STREETS.

13. ALL ROOFTOP EQUIPMENT SHALL BE SCREENED OR SETBACK SO THAT IT IS NOT VISIBLE FROM ANY ADJACENT RIGHT L OF [J WAY,
EXCEPT THAT SOLAR PANELS SHALL BE EXEMPT FROM SCREENING REQUIREMENTS, PER UDO PARAGRAPH 9.7.1B AND C.
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