














8/14/2008

g:\or projects\orld2d - durham on call\design\orlll20a - apex street bridge demol\site plan epproval\ORLI20A_Z9_RDY_EC-1-SPA.dgn

4:14:23 PM

REVISIONS

PROJECT REFERENCE NO. SHEET NO.

0 20 40
™ ™ ™ LBG_ORI020A EC
PIN NA ROW -~ CASE NUMBER D080007

INCOMPLETE PLANS L ST et

DO NOT USE FOR R/W ACQUISITION

PRELIMINARY PLANS

DO NOT USE FOR CONSTRUCTION

\“\“l"u,,
\\\“\”\\’\ SoR 0("’

s I -, xa s
/ ! [@/ 471’/"’“‘"’“\ S
0"”3.1*;‘&\\\\\\\

REGISTERED ENGINEER | REGISTERED ENGINEER
8/14/2008 8/14/2008

~ N é\ AN N '
;—’Xx&?r}f ST N AN \\/\A\
- ~. w

p—
— ——

— e,

——

—
——

e
=~
——

—
—

T e

~ ~

~ ~.
TREE_PROTECTION
FENCE

T —

&= N
— \
N\ A =
N\ A~
SE
PT—Sta. 146629 oo 23
— \ \\

NN FENCE

PC Sta. [2F —s—1

/[
A N NS NN
s AN
e WS
2= N N
— AN
> S
‘‘‘‘‘ == —— /g
_?—W / ~ \\\\\\x _
RNENN
™ & ~ RN
wwwwwwwww »—-Séﬁ- _// S
ettt e e
— T T T T~
oo e N
T T3 345‘;\\\\ \\\\
,.———":;/_:;_ mmmmmmmmmm ~ \\\ ~ ~ ~ .
o P g et NN NN
A e o AR S T NN
S — >\ \\ ™~
/ // k,\\\ RN
N N //-. T\ \\ \\ \\
o ™~
P \\ \\ \ \\\\\\\
wwwww > AN \\i\\\ ~
/ \ \\\
o — >
.
_—
EROSION CONTROL PLAN
APEX STREET TRAIL CONNECTION
REVISIONS TO
APPROVED PLAN CONSTRUCTION DRAWING

THE LOUIS BERGER GROUP, Inc.

1001 Wade Avenue, Suite 400

Raleigh, North Carolina 27605

(919)866-4400




HNBesign\CRIEZAA - Agex Street Bridge DemoMConstruction Flan Review\ORIAZBA.I1Z_ROY_SIGN_MARK _PLAN_CPH.dgn
REVISIONS

CR Projects\OR1E2@ - Durham On Co

9/4,2008
3:39:48 FPM

g:\

e ——e
LBG_QRIOZ0A SN-i
PIN MA ROW - CASE NUMBER DOS0007
INCOMPLETE PLANS ENGINEER NGNS

DO MNOT USE FOUL RSAW ACQUISITION

PRELIMINARY PLANS

M) HOT USE FOR CONSTAUCT ION

Z |

A P,
TP
} - brcranes sormsmrae, . -
B e i T R T U Ut ., 0030 Fmam A S e A
Ay,
IR Y

“| STREET SIGN & ] |
STOP SIGN [~ ~ | .
(STOP SIGN r -

TO BE REMOVED)

REGISTERED ENGINECER § FEGISTERED ENGIMNEER :
G/472008 97472008

L T

o
s LR
e
A et

o A it wavam e £ 4 e

A,

Y
B LT,
LACL LT e et v sevc oo
Py e T e P
i B TP

T
i o)
e . -
R Lo CEPE W

APEX STREET

oLoSED T —
(TO BE REMOVED) TR _ : _ S

PEDESTRIAN
TRAFFIC ONLY
(TO BE REMOVED)

| [| APEX STREET BRIDGE | poweme
| | I HISTORICAL SOCIETY |
|
I

ASBHS . ORG

......... — ) —
—_—

.

————

————
—_—

BIKE ROUTE &
NEIGHBORHOOD WATCH
(TO BE REMOVED)

PERDESTRIAN TRAFFIC ONLY
& BIKE ROUTE
(TO BE REMOVED)

e e T f ALL SIGNS MUST CONFORM WITH THE MANUAL
e R -~ ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).
el S
'/..-"""r // \\\'\\ '
//M/ M\x“ APEX STREET
( CLOSED
(TO BE REMOVED)

N _ SIGNING PLAN

RN APEX STREET TRAIL CONNECTION _

\ &.\\\\ :

AN e NS CONSTRUCTION DRAWING |

; N | pEEy THE LOUIS BERGER GROUP, Inc. |

1001 Wade Avenue, Suite 400
Raleigh, North Carolina 27605
(919)866-4400




:

PLANT LIST GENERAL NOTES
Lappas + Havener, PA
syMml | QTY| COMMON NAME | [SCIENTIFIC NAME CAL/RT | MIN HT. | IMIN SPR| [NOTES 1. PLANT LIST IS PROVIDED AS CONVENIENCE ONLY. IN THE CASE OF ANY DISCREPANCIES IN QUANTITIES
OR AREAS BETWEEN PLANS AND PLANT LIST. QUANTITIES NOTED ON PLAN TAKE PRECEDENCE. CONTRACTOR LANDSCAPE ARCHITECTS
A TREES — IS TO BID PLAN.
a 7 | |OVERCUP OAK QUERCUS LYRATA > oA > LMBED 10 70" 2. ALL SUBSTITUTIONS IN PLANT MATERIALS SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO .
Y 9 | [EASTERN RED CEDAR JUNIPERUS  VIRGINIANA 2 4 FULL, DENSE, MATCHED INSTALLATION. Skn CA )’
0 8 | INATCHEZ CRAPE MYRTLE | | LAGERSTROEMIA INDICA ‘NATCHEZ' 2/ CAL . - MULTI-STEM, FULL, DENSE, 3. ALL TREES SHALL BE PLANTED IN 5'DIAMETER MULCH BEDS EXCEPT AS OTHERWISE NOTED ON PLANS. g@f@ 2%
MATCHED. LIMBED T0 5-0° ALL TREES, SHRUBS AND GROUNDCOVERS SHALL RECEIVE UNIFORM MULCH COVER AS SPECIFIED. S Z
4.DO NOT PLANT IN STORMWATER CONVEYANCE SWALES, MAINTAIN MINIMUM GRADES ESTABLISHED BY PROJECT icig g
SHRUBS ENGINEER. 12, N
Lc 28 | |RUBY LOROPETALUM LOROPETALUM CHINENSIS ‘RUBY" CONT 15" 18" FULL, 4' OC, FULL DENSE 5. THE CONTRACTOR SHALL NOTE THAT ALL DETALLS ON THIS SHEET ARE TYPICAL AND APPLY TO RELEVANT o t& &
I/"/ * e \\\\‘ \\\\\
ICBN 24 | [DWARF BURFORD HOLLY | [ILEX CORNUTA 'BURFORDIINANA' CONT 18" 5" FULL, 4 OC, FULL DENSE CONSTRUCTION. '{MVY(\“ M N
6. PRIOR TO SUBMITTING A BID ON THIS PROJECT, THE CONTRACTOR SHALL VISIT THE SITE AND 09.16.08
BE FAMILIAR WITH THE EXISTING SITE CONDITIONS AND CONSTRAINTS.
GROUNDCOVER 7.PRIOR TO THE INSTALLATION OF PLANT MATERIAL, THE CONTRACTOR SHALL ACCURATELY LOCATE ALL EXISTING
woLon ONG LEAT PINE NEEDLE MuLCH p—— UNDERGROUND UTILITIES INCLUDING ALL RECENTLY INSTALLED UTILITIES. THE CONTRACTOR SHALL IMMEDIATELY
NOTIFY THE LANDSCAPE ARCHITECT OF ANY CONFLICTS WITH THE PLANT MATERIAL. ANY UTILITIES DAMAGED P.0. BOX 2625
AS A RESULT OF PLANTING ACTIVITIES SHALL BE RE REPAIRED AND/OR REPLACED BY THE CONTRACTOR AT DURHAM, NORTH CAROLINA 27715-2625
. . —_— NO ADDITIONAL EXPENSE TO THE OWNER. THE IMPERIAL BUILDING
’ / 8. THE CONTRACTOR SHALL COORDINATE HIS WORK WITH ALL OTHER TRADES ON SITE. ANY 215 MORRIS STREET - SUITE 150
o PLANTING AREAS DISTURBED AS A RESULT OF CONSTRUCTION SHALL BE REPAIRED/REPLACED DURHAM NORTH CAROLINA 27701
« 25 | BY THE LANDSCAPE CONTRACTOR AT NO ADDITIONAL EXPENSE TO THE OWNER. TEL 919419110
2,08 9. PRIOR TO INSTALLATION OF ANY PLANT MATERIAL, THE CONTRACTOR SHALL CONFIRM ADEQUATE DRAINAGE IN FAX: 919.419.1669
DN ALL PITS AND PLANT BEDS, AND VERIFY THAT A "HARDPAN" SITUATION DOES NOT EXIST.NOTIFY THE LANDSCAPE ww Ihoa-nc.com
gge‘lf | ' ARCHITECT IF A DRAINAGE PROBLEM EXIST WITHIN THE PLANTING PIT OR PLANTING BEDS. npe-ne.
<gg’,£cx 10. TREE PROTECTION FENCING MUST BE IN PLACE PRIOR TO ANY DEMOLITION, LAND DISTURBANCE OR ISSUANCE OF
—_— oo A GRADING PERMIT.
3 22 11. ALL LANDSCAPING MUST BE IN PLACE PRIOR TO REQUEST FOR A CERTIFICATE OF OCCUPANCY OR CERTIFICATE OF
M a COMPLIANCE.

12. EACH LANDSCAPING COMPLIANCE INSPECTION AFTER THE INITIAL INSPECTION WILL INCUR A GRADUATED RE-INSPECTION
_ —_— FEE (8104 - 1ST REINSPECTION, $208 - 2ND RE-INSPECTION, ETC.). PAYMENT MUST BE RECEIVED BY THE DURHAM CITY
\\\\\\\\ COUNTY PLANNING DEPARTMENT PRIOR TO RE-INSPECTION
\\\\\\ n
\\\\\\ ke
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RUBBER HOSES

GUY ROPES
3 PER TREE

FLAG

3" SAUCER AROUND PIT
DELETE W/ IRRIGATION

CUT AND REMOVE TOP
RINGS OF WIRE BASKET
AND BURLAP

HARDWOOD STAKE

N

ROOT CROWN
APPROPRIATE
GRADE

=

NOTE: WIDTH OF PLANTING HOLE IS 3
TIMES ROOT BALL DIAMETER IN_HIGHLY
COMPACTED OR CLAY SOIL; 2 TIMES THE
ROOT BALL DIAMETER MINIMUM IN ALL
OTHERS (REFER TO SPECIFICATIONS)

3" MULCH:; DO NOT PLACE MULCH
IN CONTACT WITH TREE TRUNK

ROTOTILLED NATIVE SOIL

(3 PER TREE)

RIPPED SUBSOIL

SUPPORT ROOTBALL W/
COMPACTED EARTH

FOR FLATBOTTOM TREE
ROOTBALLS, REST ON
UNDISTURBED PEDESTAL

/“ 1\ RAISED TREE PLANTING

AMENDED AS PER SPECS
SET BALL 1/4-1/3 ABOVE
7 PROPOSED GRADE W/
RESPECT TO DRAINAGE
CONDITIONS. REST BALL
ON UNDISTURBED SUBSOIL

4-6" (10-15CM) DEEPER THAN
ROOT BALL FOR LOWERED
PLANTING HOLE AS NEEDED
WITH POOR DRAINAGE

@)

NTS

PROVIDE EDGE WITH CLEAN

PLANT BED

3" MULCH

CUT EDGE MINIMUM
OF 4"BELOW GRADE
b4 TO RECEIVE MULCH

/3 \LAWN/MULCH EDGING

CRISP SEPARATION BETWEEN
ADJACENT MATERIALS

57

NTS

TREE PLANTING NOTES:

1. CONTRACTOR TO VERIFY THAT
ADEQUATE DRAINAGE EXISTS PRIOR TO
PLANTING.

2. DO NOT WRAP TRUNK OF TREE.

3. STAKING OF TREES IS NOT
RECOMMENDED, EXCEPT ON WINDY
SITES OR FOR LARGE EVERGREEN
TREES. IF STAKING IS DONE, FLEXIBLE
STRAPS - NOT WIRE - SHOULD BE
USED AND MUST BE REMOVED AT
APPROPRIATE TIME. PROPERTY OWNER
IS RESPONSIBLE FOR REPLACEMENT OF
DESTROYED OR DAMAGED TREES.

4. ALL TREES SHALL CONFORM TO
THE STANDARDS SET FORTH IN THE
MOST RECENT AMERICAN STANDARDS
FOR NURSERY STOCK PUBLISHED BY
THE AMERICAN ASSOCIATION OF
NURSERYMEN (A.A.N.).

5. TREES WITH ROOT FLARE COVERED
BY MORE THAN 1.5" OF SOIL WILL BE
REJECTED PRIOR TO INSTALLATION.

6. A ROOT COLLAR EXCAVATION FOR
ALL TREES SPECIFIED WILL BE DONE
TO ENSURE THAT TREES WERE NOT
PLANTED/GROWN TOO DEEPLY AT THE
SOURCE (NURSERY). LANDSCAPE
CONTRACTOR SHALL HAVE SUPPLIER
MARK GROUND LEVEL LINE ABOVE
ROOTBALL. IF DETERMINED THAT
THERE IS EXCESSIVE SOIL OVER ROOT
CROWN, THESE TREES WILL BE
REJECTED.

7. WHERE SEVERAL TREES WILL BE
PLANTED CLOSE TOGETHER SUCH THAT
THEY WILL LIKELY SHARE ROOT
SPACE, TILL IN SOIL AMENDMENTS TO
A DEPTH OF 4-6" (10-15CM) OVER THE
ENTIRE AREA.

8. FOR CONTAINER-GROWN TREES, USE
FINGERS OR SMALL HAND TOOLS TO
PULL THE ROOTS OUT OF THE OUTER
LAYER OF POTTING SOIL; THEN CUT
OR PULL APART ANY ROOTS CIRCLING
THE PERIMETER OF CONTAINER.

9. DURING THE DESIGN PHASE, CONFIRM
THAT WATER DRAINS OUT OF THE
SOIL; USE LOWERED PLANTING HOLE
DEPTH AND DESIGN ALTERNATIVE
DRAINAGE SYSTEM AS REQUIRED.

10. THOROUGHLY SOAK THE TREE
ROOT BALL AND ADJACENT PREPARED
SOIL SEVERAL TIMES DURING THE
FIRST MONTH AFTER PLANTING AND
REGULARLY THROUGHOUT THE
FOLLOWING TWO SUMMERS.

11. BEFORE PLANTING, ADD 3-4"
(7-10CM) OF WELL-COMPOSTED
LEAVES, RECYCLED YARD WASTE OR
OTHER COMPOST AND TILL INTO TOP
6" (15CM) OF PREPARED SOIL. ADD
COMPOST AT 20-35% BY VOLUME TO
BACKFILL

3" CLR
AV)
<

\ V—\

1.50' DIA

SECTION

/4 \BENCH FOOTING (TYP)

Vi

. — EMBEDDED BENCH POST

FINISH GRADE

CONCRETE FOOTING (TYP)

THREADED BOLT THRU
TUBING W/ NUTS ON ENDS

COMPACTED SUBGRADE

G/

SCALE :

ROTOTILLED NATIVE
SOIL AMENDED
AS PER SPECS

3" SAUCER AROUND
PIT (DELETE WITH

IRRIGATION) ‘ i,/ 7
CUT AND REMOVE \‘>\\s,j)’j
BURLAP FROM TOP S

173 OF ROOTBALL PO WA, wimraZ

RIPPED SUBSOIL AN b
UNDISTURBED "\"“ IAIRANEAN/IINAINIIN
=== T = THET=TEH =T

/2 \RAISED SHRUB DETAIL o

!\"I-‘I-lull-l-ll-".”~

|||i 'II)% (

SET ROOTBALL 1/2-
173 ABOVE PROPOSED
GRADE ACCORDING

TO SPECIES AND
DRAINAGE CONDITIONS,
CONSULT LANDSCAPE
ARCHITECT

3" MULCH

12" MIN. (TYP)
TAMP TO PREVENT
SETTLING

FINISHED GRADE

||9

————

|l_é’_ 9

@

NTS

SHRUB PLANTING NOTES:

1.

ALL SHRUBS SHALL CONFORM

TO THE STANDARDS SET FORTH
IN THE MOST RECENT AMERICAN
STANDARDS FOR NURSERY STOCK
PUBLISHED BY THE AMERICAN
ASSOCIATION OF NURSERYMEN
(ALANL).

. SOIL ANALYSIS SHALL BE

OBTAINED PRIOR TO PLANTING.
SOIL SHALL BE AMENDED AS
RECOMMENDED.

. AREA PREPARATION OF BEDS

IS REQUIRED VERSUS INDIVIDUALLY
DUG HOLES.

. SHRUB SPACING AS SHOWN ON

PLANS.
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